NKC-Tuner REV: 1

Name Wert Menge Beschreibung
C1, C2, C3, C4,

C30, C31, C34,

C36, C37, C42,

Cc4a3 100n 11 C43 (optional)
C5, C6 33n 2

C7,C8 5n6 2

C9, C10 15nF 2

C11, C15, C1s,

C19, C24, C27 10n 6

C20 1n 1

C21, C22 220n 2

C25 270p 1

C28, C29 27p 2

C32,(C33 18p 2

C12,C17,C18,

C44 100u/25V 4

C13,C14 4u7/100v 2

C23,C26 10u/35V 2

C35, C38, C39, C38 - C41
C40, C41 1u/35V 5 (optional)
D1 5v1 1

L1, L2 10pH 2

L3, L4, L6 100pH 3

L5 47uH 1

R1, R13, R14, R15|680R 4

R2 3K 1

R3 10M 1

R4, R5 39K 2

R6 10K 1

R7 5K6 1

R8, R9, R12 4K7 3

R10 15K 1

R11 20K 1 Timmer
RN1 4K7 1

Ql 4M332 1

SV2 - SV5 Stiftleiste 3Pol 4 SV2 (optional)
sv1 Stiftleiste 2x3Pol 1




sSQ LED 3mm Gelb 2mA 1
INT, RDS LED 3mm Griin 2mA 2
HB LED 3mm Rot 2mA 1
IC1 PCF8584P 1
IC2 74xC688N 1
IC3 74xC245N 1
IC4 AT24CP 1
IC5 TDA-8425 1
IC6 HA741P 1
IC7 TDA7330B 1
IC8 MEGA168-P / MEGA 328-P 1
IC9 MAX232 1 (optional)
JP1 Stiftleiste 2x7Pol (Adresse) 1
JP3 Stiftleiste 2Pol 1
MOD1 Philips FM1216ME 1
T1-T4 Testpunkte 4
X1-X3 Cinche-Buchsen 3

CON1

NKC-Busleiste




